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A A.Install 27° steel goﬁe with twin 60'/38' mast arms. traffic signal heads
th 250 watt HPS luminaire as shown. Note:.
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PHASING NOTES:
1.) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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CONSTRUCTION DETAILS

90° polyvgnyl chloride (scheduls 8G) bend.)
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C. Install NEMA stze ‘6? base~mounted cabinet and controller with all necessary equipment as shown.

E. Install handhole.

1D, Install metered pede?fdl for electrical utiiity service equipment as shown.

F.fns#clt non—tnvosive%m!oro loop probe set encased in 3” PVC condult (bored).

G. Install 3* polyvinyi chloride
H.Install 4* posyvtnylgchlortda
J. Install 4* po!yvtnyigohlor!da

K. Inetait 2” potyvinyl ohloride

L. 1install 3” polyvinyl chloride
for proposed underground electrical power service by PEPCO to base of utility pole.

-§0. Install oround_mounf§¢:slgn on one 4* x 6” wood post 250’ from Stopline as shown.
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(trenched) with 50’ of 3 wire 1 conductor (NO. 250 KCMIL)

M. Install 24" white he?f apﬁtled.preformed theromplastic §ovemenf marking. (Stopiine)

N. Install ground mounf?dﬁslon on one 4" x 6" wood post as shown.

- P.Remove existing sfopgsign and post once signal is operational.

‘B Q. Remove existing grou@d mounted sign and post as shown.

R. Remove exlisting s+¢p§ine.
S.Remove exlsting center!ine.

T.Instaoll 25' of 5* yeﬁlow heat appitied preformed thermoplastic pavement marking. (centeriine)
"{Note: Contractor shall tie to existing centeriine)
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B.Inétol:'gl' stoel poie with single 50’ mast arm. +raffic signal heads, signs. and video detection camera as shown.
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2. All pavement markings detalled are broposed and are to be Installed in
accordance with SHA standards. ' . :

3. All Troffic Signal Foundations shall be installed at the Final Sidewalk
or Curb grade for closed sections, Highest Roadway Profile Grade for

en sectionss to meet clearances as specified in MD 816.03, MD 818.01,
818.02, and MD 818.04 The contractor shall verify uliimate grades
prior to the instal lation of all signal equipment. :

4. COnfraéfor shai | remove stop ghead signs and‘bosf on both approaches of
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GENERAL NOTES:
1. Al underground utitities shown on these plans are schematic only and
nn¥ not be complete. The contractor shall be responsible for notifying
“MISS UTILITY" prior to construction so that all utilities may be located
in the fleld. If the contractor perceives that a conflict betwden the TOD No.: AT910-03
utilities and the traffic slgnal will occur. the contractor shall notify 3 0.:
the project engineer immediately so that the conflict may be resolved. SHA No.:PG573A51/B51
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TRAFFIC SIGNAL PLAN

SCALE _1”= 20" DATE __ 7/14/06 CONTRACT NO._AT9105185 |

Dower House Road after signal Is operationai.
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